Characteristics of SiO$_2$-Like Thin Film Deposited by Atmospheric-Pressure PECVD Using HMDS/O$_2$/Ar


Department of Advanced Materials Science and Engineering, Sungkyunkwan University, Suwon 440-746, Korea

SiO$_2$-like thin films were deposited at low temperatures ($<50^\circ$C) by atmospheric-pressure plasma-enhanced chemical vapor deposition using a pin-to-plate-type dielectric barrier discharge with a gas mixture containing hexamethyldisilazane (HMDS)/Ar/O$_2$. The deposition rate increased with increasing concentration of HMDS in the gas mixture. However, a powdery film with Si–OH bonding, high roughness, and low transmittance was obtained, which was attributed to the enhanced homogenous reaction with increasing HMDS. The increase in O$_2$ flow rate at a fixed HMDS flow rate increased the reaction rate of the remaining HMDS on the substrate surface, which resulted in an increase in deposition rate until the remaining HMDS had completely reacted. An increase in the oxygen flow rate also increased the surface roughness and decreased the optical transmittance slightly, possibly due to the formation of small SiO$_2$ particles in the gas phase during the dissociation of the gas mixture under high-oxygen-percentage conditions. At the optimum condition of HMDS (15 sccm)/O$_2$ (300 sccm)/Ar (2 slm), smooth SiO$_2$-like thin films with a transmittance $>$95% could be obtained with a deposition rate of approximately 21 nm/min.

© 2007 The Electrochemical Society. [DOI: 10.1149/1.2822963] All rights reserved.


Experimental

Figure 1 shows the AP-PECVD in-line system used to deposit the SiO$_2$ films at temperatures $<50^\circ$C. The discharge system consisted of a multipin top-powered electrode and a flat ground electrode separated by approximately 8 mm, with both electrodes covered with an insulating ceramic plate (pin-to-plate DBD). The size of the electrode was 198 mm length $\times$ 105 mm width. The pin-to-plate DBD had a lower breakdown voltage and higher plasma density compared to the conventional DBD under the same applied voltage due to the strong electric field at the multiple pins of the power electrode.

Atmospheric-pressure plasma discharges were generated by applying 12 kV ac power (25 kHz) to the multipin electrode. The substrate temperature was maintained at $<50^\circ$C using a chiller. The process gas was fed into the system through the shower holes in the ceramic material of the power electrodes. HMDS [Sigma-Aldrich Co., purity 99.9%, Si$_2$NH(CH$_3$)$_3$] was used as the Si precursor because the glass film produced with HMDS contains significantly less OH and has higher porosity than the films grown using the other silicon precursors, such as tetramethylcyclotetrasiloxane, tet-

---

Figure 1. Schematic diagram of the AP-PECVD in-line system (pin-to-plate DBD type).
raethoxysilane, tetramethyldisoxiane, etc. In addition, HMDS was fed into the system by bubbling Ar through the HMDS liquid reservoir kept at 60°C.

Silicon wafers or glass were used as substrates, and gas mixtures of Ar/HMDS/O2 were used to deposit the SiO2 thin films. In order to optimize the characteristics of the thin film, the HMDS flow rate (bubbled by Ar) was varied from 8 to 38 sccm and the O2 flow rate was varied from 300 to 500 sccm, with the other process parameters being fixed. During deposition, the substrates were fed at a line speed of 0.3 m/min. Table I shows the operating conditions for SiO2 thin-film deposition.

The thickness of the deposited film was measured using a step profilometer (Tencor, Alpha step 500), and the chemical bonding states of the film were determined by X-ray photoelectron spectroscopy (XPS, Thermo Electronics, Multilab ESCA2000) and Fourier transform infrared spectrometry (FTIR). The optical transmittance of the deposited films was examined using ultraviolet-visible spectroscopy (Scinco, UV S-2100). The surface morphology of the thin films was observed by field-emission scanning electron microscopy (Hitachi, S-4700).

### Results and Discussion

Figures 2a and b show the effect of HMDS and oxygen flow rates on the deposition rate of silicon oxide in gas mixtures containing Ar/O2/HMDS (bubbled by Ar flow at 60°C) and at 12 kV of 25 kHz ac power. The oxygen flow rate was maintained at 300 sccm when the HMDS flow rate was varied, and the HMDS flow rate was maintained at 15 sccm when the oxygen flow rate was varied. The sample was a glass substrate, and the substrate was fed to the APPECVD system at 0.3 m/min through an in-line process. Ar (2 slm) was used to activate the atmospheric-pressure plasma. Argon showed better deposition characteristics, such as plasma stability, fewer impurities in the film, etc., than He (not shown). As shown in Fig. 2a, an increase of HMDS flow rate from 8 to 38 sccm increased the film growth rate from 15.1 ± 1.3 to 100.6 ± 12 nm/min. However, when the HMDS flow rate was >30 sccm, a white powderlike material formed on the surface of the deposited film. This was attributed to the increased silicon source in the gas mixture. The increase in HMDS flow rate in the gas mixture also increased the possibility of nucleation of the silicon source in the gas phase before it reached the sample surface. Therefore, the white powderlike material formed on the sample surface at >30 sccm HMDS is believed to be due to a homogeneous reaction of SiO2 in the gas phase.

As shown in Fig. 2b, the deposition rate was increased from 21.8 ± 2.6 to 37.4 ± 0.5 nm/min when the oxygen flow rate was increased from 300 to 450 sccm while keeping the HMDS flow rate at a constant 15 sccm. Further increases in oxygen flow rate to 500 sccm almost saturated the deposition rate. The increase in deposition rate with increasing oxygen flow rate is believed to be related to the increased reaction between HMDS and oxygen. However, no further increase in growth rate was observed when the oxygen flow rate was <450 sccm due to the complete decomposition of HMDS in the gas mixture.

The binding states of the films deposited as a function of the HMDS flow rate and oxygen flow rate in Fig. 2 were measured using FTIR. The results are shown in Fig. 3a and b as a function of the HMDS and oxygen flow rates, respectively. The films were deposited on silicon wafers (p-type, (100)) and the thickness was maintained at 200 nm. The bonding peak related to Si–O–Si could be observed at 800–810, 1000–1100,11 and near 1150 cm⁻¹. However, no noticeable peak related to carbon, such as Si–(CH₃), located at 1260–1275 cm⁻¹, could be observed, indicating no significant amount of carbon in the deposited film. Instead, peaks related to Si–OH could be observed at 925–930 and 3350–3650 cm⁻¹. As shown in Fig. 3a, the increase in HMDS flow rate decreased the level of Si–O–Si bonding and increased the proportion of Si–OH bonding. The Si–OH bonding observed in the figure appears to be the result of the incomplete dissociation/oxidation of HMDS due to the high HMDS flow rate. Therefore, more incomplete SiO2 appears to be formed by increasing the HMDS flow rate. When the oxygen flow rate was increased at a fixed HMDS flow rate of 15 sccm, as shown in Fig. 3b, an increase in Si–O–Si bonding could be observed up to 450 sccm, possibly due to the further dissociation and oxidation of HMDS remaining in the gas mixture. However, a further increase in the oxygen flow rate to 500 sccm saturated the Si–O–Si bonding peak, possibly due to the complete dissociation and oxidation of the HMDS remaining in the gas mixture. No significant change in the level of Si–OH could be observed, possibly due to the low sensitivity of the Si–OH bonding peak.

The atomic compositions of the films deposited as a function of
the HMDS flow rate in Fig. 2 were measured using XPS, and the results are shown in Fig. 4. Silicon, oxygen, and carbon were observed in the films with no nitrogen. The hydrogen observed by FTIR could not be measured by XPS due to the difficulty in measuring the hydrogen level. As shown in the figure, the percentages of silicon, oxygen, and carbon in the film was approximately 26.9 ± 0.4, 71.55 ± 0.4, and 1.5 ± 0.6%, respectively, and no significant change in composition could be observed when the HMDS flow rate was varied from 15 to 38 sccm. When the atomic compositions of the deposited film were measured at different oxygen flow rates, the percentage of silicon, oxygen, and carbon remained in the range of 27.0 ± 0.2, 72.12 ± 0.2, and 0.92 ± 0.2%, respectively, indicating no significant change in composition (data not shown). Therefore, under all conditions investigated, HMDS appears to be mostly dissociated and oxidized by the AP-PECVD. Therefore, a SiO$_2$-like film containing hydrogen and a small amount of carbon could be obtained under all conditions examined.13

For the films deposited in Fig. 2, the optical transmittance over the wavelength range from 400 to 800 nm was also measured. Figure 5 shows the results as a function of (a) HMDS flow rate and (b) oxygen flow rate. The deposition conditions are the same as those in Fig. 2.
the white powderlike material formed on the deposited film. This white powderlike material on the film had not only a higher level of Si–OH bonding but also higher porosity, which decreased the optical transmittance of the film.\(^5\) In the case of the film deposited as a function of the oxygen flow rate, as shown in Fig. 5b, the optical transmittance was also >95% when the oxygen flow rate was <400 sccm. However, further increases in the oxygen flow rate to 500 sccm decreased the optical transmittance slightly. The decrease in optical transmittance was related to the increase in surface roughness with increasing oxygen flow rate.

The surface morphology of the films shown in Fig. 2 was observed by scanning electron microscopy (SEM). Figures 6 and 7 show the morphology at different HMDS flow rates and oxygen flow rates, respectively. Films 300 nm thick deposited on the glass substrate were used as the samples. As shown in Fig. 6, the increase in HMDS flow rate increased the surface roughness and number of particles on the surface, possibly due to the formation of white powderlike material in the film. In addition, when the deposited films were scratched with tweezers, an increase in hardness could be observed with decreasing HMDS flow rate, possibly due to the increase in film density and removal of Si–OH from the film. An increase in surface roughness was also observed when the oxygen flow rate was increased, as shown in Fig. 7. The increase in surface roughness with increasing oxygen flow rate was attributed to the formation of silicon-oxide particles in the gas phase during precursor decomposition. This was attributed to the higher level of oxygen in the gas mixture as a result of inserting both gases through the same gas-injection holes. A method, such as the separation of gas-injection holes, is needed to improve the surface morphology at high oxygen-gas flow rates. Although the increase in oxygen flow rate did not improve the properties of the films deposited, a smooth SiO\(_2\)-like film could be obtained using a pin-to-plate AP-PECVD system at temperatures <50°C with an optimum mixture of HMDS and oxygen in Ar, which might be applicable as a thin-film diffusion barrier.

**Conclusion**

SiO\(_2\)-like thin films were deposited by AP-PECVD using a pin-to-plate DBD with HMDS/O\(_2\)/Ar as a function of the HMDS flow rate and oxygen flow rate at temperature <50°C, and the characteristics of the deposited film were investigated. An increase in HMDS flow rate and oxygen flow rate in a gas mixture of HMDS (bubbled through Ar flow at 60°C) /O\(_2\)/Ar (2 slm) not only decreased the optical transmittance but also increased the surface roughness as a result of homogeneous nucleation in the gas phase. At higher HMDS flow rates, a white powderlike material formed in the film due to the increased reaction of the silicon source (HMDS) in the gas mixture. In addition, the surface roughness was increased at a higher oxygen flow rate, which was attributed to small SiO\(_2\) particles formed in the gas phase. The increased white powderlike material obtained at the high HMDS flow rate showed increased Si–OH bonding and porosity in the film and decreased hardness. The change in HMDS flow rate (15–38 sccm at 300 sccm O\(_2\)) or oxygen flow rate (300–500 sccm at 15 sccm HMDS) did not alter the composition of the deposited material significantly, and a SiO\(_2\)-like thin film with hydrogen and a small amount of carbon in the film could be obtained for all samples. By using an optimum gas mixture of HMDS (15 sccm/O\(_2\)/300 sccm)/Ar (2 slm), a smooth, hard, and optically transparent thin film similar to the SiO\(_2\) deposited by low-pressure PECVD could be obtained by AP-PECVD at a deposition rate of approximately 21 nm/min.

**Acknowledgments**

This work was supported by the National Program for Tera-Level Nanodevices of the Korea Ministry of Science and Technology as a 21st Century Frontier Program and by Samsung Electronics.

_Sungkyunkwan University assisted in meeting the publication costs of this article._

**References**